ARB NOTICE 


No. 26 


Issue 2. 


Ist April, 1971. 


SAFETY BELT TYPES ME 2402 AND ME 2402T 
(FORMERLY MILLS EQUIPMENT) 


Issue 1 of this Notice dated 20th October, 1964, was titled 
‘Mills Equipment ME 2095 Safety Belts’, and 31st December, 
1965, was given as the latest date for compliance. Particulars of 
the applicable modifications are now included in the ARB 
Summary of Mandatory Aircraft Modifications and Inspections. 
The present Issue of this Notice deals with Safety Belt Types 
ME 2402 and ME 2402T. 


Cases have been reported where passengers were unable to 
free themselves from Safety Belts of these types. Subsequent 
examination revealed that this was due to the PVC tip on the 
end of the left hand strap having partially peeled away across 
the webbing, with the result that it folded and jammed in the 
quick release mechanism during release. 


Operators using this type of equipment should inspect all 
webbing tips for signs of peeling as soon as possible after 
receipt of this Notice, and thereafter at intervals of 350 flying 
hours or every month, whichever is the sooner. 

NOTE : It is believed that in-service peeling is normally a gradual process 


but it may be aggravated by passengers. Therefore, engineering personnel 
should look for such peeling during cabin servicing. 


All tips which have started to peel must be carefully 
trimmed and then rectified as soon as possible by either :— 


(i) Replacing the left hand strap complete, or 


1 


(ii) Cutting off the damaged tip, forming a two inch radius on 
the end of the webbing as close to the original tip as possible, 
dipping the end into a suitable adhesive to a depth of 
approximately one inch, ensuring that there is not an 
excessive build-up on the faces of the strap and allowing 
the adhesive to dry until set and smooth. 


NOTE : Recommended adhesives are :— 


(a) Araldite MY 753 (to Spec. AFS 20A) with Hardner HY 956 
(to Spec. AFS 122A), 


(b) Evo-Stik Clear Adhesive. 

(c) Samson C.203. 

(d) Bostik 2762 (to Spec. DTD 900/4666). 
(e) Bostik Clear Adhesive. 

(f) Bostik 1755. 

(g) Multi-Lok 241 — 2500. 


5 Replacement straps can be obtained from, and re-tipping 
can be undertaken by, the manufacturer :— 
RFD — GQ LTD., PORTUGAL ROAD, WOKING, 
SURREY. 


6 Cancellation This Notice cancels ARB Notice No. 26, 
Issue 1, dated 20th October, 1964, which should be destroyed. 


By Order of the Air Registration Board, 


Aly Oectucen, 


Secretary. 


Brabazon House, 
Redhill, 
Surrey. 


